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g LEGEND DIRECTIONS NOTES:
CHICAGO PROJECT AREA A ,:E;E
. OAVENGRT R T S THE INFORMATION DEPICTED ON THIS MAP ALL DIRECTIONS ARE GRID AZIMUTHS 1. GAGES USED WERE OBTAINED FROM A TEMPORARY GAGE
REPRESENTS THE RESULTS OF SURVEYS MADE REFERRED TO NORTH ZERO. BOARD SET FROM A TBM ON LIGHT DL16.
INDIANA H
) ON THE DATES INDICATED AND CAN ONLY BE REVISION
. CONSIDERED AS INDICATING THE GENERAL PROJECT DEPTHS ARE AS SHOWN ON DRAWING. 2. POSITIONS WERE DETERMINED BY GPS DATE BY
LOCATION MAP  2zew CONDITIONS AT THE TIME. REFERENCE BEACON 838. LOCATED AT FORT WAYNE ARMY R TR
FEme e THE AUTOMATED ELECTRONIC SURVEY WAS DETROIT. MICHIGAN - FREQUENCY 319 KHZ. 200 BPS u.s. ENGINEE DIS [CT. DETROIT
LOW WATER DATUM CONDUCTED BY JOHN C. HAAS AND CHRISTOPHER CORPS OF ENGINEERS
V. LINDMAN. ABOARD THE USACE SURVEY VESSEL 3. DEPTH MEASURED USING R2 SONIC 2024 ULTRA HIGH RESOLUTION DETROIT. MICHIGAN
INTERNAT ELEVATIONS AND PROJECT DEPTHS ARE “"WHEELER". FOCUSED MULTI-BEAM ECHOSOUNDER SYSTEM AND THE ODOM DESIGNED BY:
e DETROIT AREA OFF ICE
A REFERRED TO INTERNATIONAL GREAT LAKES DIGIBAR PRO DB1200 VELOCITY PROFILER. THE FROUENCY USEDA 09 NOVEMBER 2011
BOUND ARy
ATUM. (1985) AUTOMATED EQUIPMENT USED WAS 400KHz AND THE BEAM ANGLE WAS 120°.
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%ﬁ& v ineronE JA\L v 77777 cHanneL 7 e == G 9 GRID COORDINATES POSITIONING: TSS POS-MV 4 4. EDITED MULTIBEAM SOUNDINGS WERE SORTED INTO A 37 FT. BY LIVINGSTONE CHANNEL
T T e Tav N » DS B R Wzm T \ SOF TWARE : HYPACK HYSWEEP 15 FT. MATRIX. THE LARGEST STRIKE LOCATED IN EACH MATRIX CHECKED BY: CS 285+50 T0 321450
RS LT oL Lrooee Lrobee LT oLeo LT 022 P °“6@€; R o GRIDS SHOWN ARE BASED ON NATIONAL SONIC SOUNDER: R2 SONIC 2024 CELL WAS THEN SELECTED FOR PLOTTING AT THE CELL CENTER.
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20040 \. - | j0®00  LIMEKILN CROSSING REACH LAMBERT PROJECTION. 1983 NORTH AMERICAN - _
amERSTBUR H H
SPECS : 250y e o g 3@% 120400 RANGE LIGHTS DATUM. SUBMITTED BY APPROVAL RECOMMENDED
LIVINGSTONE CHANNEL 29.0 FT. TO PIERS., THENCE 27.7 FT. / >><< 370+00 P.E. P.E. DATE
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